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Thisisinformation only. Recommendations aren’t mandatory.

I ntroduction

This Specia Airworthiness Information Bulletin alerts you, owners and operators of Zenair Ltd.
CH2000 air planes, that Zenair Ltd. hasissued Service Letter May 10 03 regarding cracksin the
exhaust assembly.

Background

Cracks were found in the exhaust assembly of a Zenair Ltd. CH2000 when the assembly had less than
100 hourstimein service since new. Zenair determined that these cracks were due to excessive
engine vibration and recommended that the operator perform a dynamic propeller balance.

The service letter contains instructions for replacing the one-piece cabin heat shroud with a two-piece
shroud. Thismodification will allow easier checks for cracksin the muffler. The service letter also
contains instructions for dynamically balancing the propeller to minimize engine vibration.

Recommendation

We recommend that you comply with Zenair’s Service Letter May 10 03.

For Further Information Contact

Steve Thompson, Aerospace Engineer, FAA Small Airplane Directorate, ACE 112, 901 Locust,
Room 301, Kansas City, MO 64106; phone: (816) 329-4126; fax: (816) 329-4090; email:
steven.thompson@faa.gov

For copies of the service letter, go to Zenair Ltd., Telephone: (705) 526-2871, Fax (705) 526-8022.
Y ou can also get service information on the internet at http://www.newplane.com/final/100H1.htm.

Click on thelink at the bottom of the page labeled, “CH2000 A.D. + S.B. + S.L. area’. Asshown on
the site, user name “ch2000” and password “owner” allow access to this page.




